Intl Memo no. 912/113 - Construction					Date: 24.02.2020

Subject: Guideline rates for construction of compound wall.

The guideline rates as per standard drawing of compound wall (figure no. 19 & 20) and load bearing wall using interlocking blocks (figure no. 147) shall be as follows:

	S No.
	Item description
	Quantity
	Units
	Rate for labour in Rs.
	Rate for material in Rs
	Rate for labour + material in Rs
	Remarks

	1
	Excavation + back fill + PCC
	1
	Per column
	250
	225
	475
	Excavation is calculated for 3 x 3 x 3ft. 

	2
	Footings
	1
	Per column
	350
	1,500
	1,850
	Footing to be casted in pit without centering. 

	3
	Column - 0
	1
	Per column
	250
	550
	800
	Height for given height of 2ft.

	4
	Column - 1
	1
	Per column
	600
	750
	1,350
	For given height of 5ft

	5
	Plinth beam
	1
	Per Rft
	100
	150
	250
	Do not calculate plinth height in column 1 or column 0. 

	6
	PCC below the brick work
	1
	Per Rft
	5
	30
	35
	

	7
	Type I interlocking bricks
(16” x 8” x8”)
	1
	Per sft
	18
	120
	138
	For type 1 retaining wall design

	8
	Type II interlocking bricks
(8” x8” x8”)
	1
	Per sft
	12
	65
	77
	For type 2 retaining wall design

	9
	Hollow bricks
4” x 8” x 16”
	1
	Per sft
	10
	35
	45
	Use hollow block to reduce weight

	10
	Plastering 
	1
	Per sft
	12
	13
	25
	Plastering should include columns, beams & brick work

	11
	Patti 
	1
	Per rft 
	15
	2
	17
	Columns & compound wall top should have 1 1/2” to 2” patti.



Notes:
1. Rate for excavation & column 0 can be increased/decreased on pro-rata basis. 
2. Rates of material without GST for calculations is attached herein.
3. Pro-rata rate can be increased/decreased based on actual consumption (Annexure –C) for more than 5% increase/decrease in material rate. 
4. Upto 15% can be paid extra for difficulty of work, lifting, far of sites, etc., however, with prior approval in writing.
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